INDUCTIVE PROXIMITY SWITCHES

IDEC 1ZUMI CORPORATION
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Altered Frequency Type &

Large

Indicator of
Operation Visible
from Five Directions.

Small Flat Type Proximity Switch with Built-in Amplifier.

For detecting metallic objects. Sensing distance 5 mm maximum.

Large ring indicator (red LED) for easy monitoring of operation.

| FEATURES |

TYPES

e Small flat type (30Hx 18Wx 10D mm) can be mounted
in narrow spaces.

® Qutputs are available in the 2-wire DC type suitable
for input to programmable controllers and the 3-wire
NPN or PNP open collector type.

® Output featured in normally-open type and normally-
closed type.

® Large ring indicator (red LED) allows for monitoring
the operation status from five directions.

® Degree of Protection: IP67 (IEC Pub529)

® Non-shielded housing for mounting on panel surfaces.

e A circuit for protection against reverse polarity is
featured in each inductive proximity switch.

e The built-in reset circuit in the normally-open type
operates when energized.

® Interchangeable with IDEC’s DPRI magnetic proximity
switches at installation by using available spacers.

Control Qutput Operation Type | Type No. |"iousing
g | 2-wire Standard SA4A-JH1 | Black
2 | Bt 100mA) Altered Frequency | SA4A-JH1D | Beige
§ 3-wire NPN open | Standard SA4A-UN1 | Black
2| collector (200mA) | o0 Frequency | SA4A-UNTD | Beige
E 3-wire PNP open Standard SA4A—JP1 ; Black

collector R00MA) | aereq Frequency | SA4A-JP1D | Beige
§ 2-wire Standard ‘ SA4P}-JH2 | Black
& | 6o 100mA) Altered Frequency | SAMA-JH2D | Beige
g 3-wire NPN open Standard SA4A-JN2 Black
3, | coflector 00MA) [ vereq Frequency | SA4A-JN2D | Beige
5 i
E | 3-wire PNP open | Standard SA4A-JP2 | Black
S o=
< | collector 200MA) | ajtereq Frequency | SA4A-JP2D | Beige







